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Boundless’ ultra low bandwidth, Outdoor Multi-
Stream Video Server makes Wi-Fi wireless
outdoor digital video surveillance with large
numbers of cameras practical. It uniquely meets
competing needs for wultra low bandwidth
communications, smooth motion and sharp
images. It creates multiple digital video streams
simultaneously, with different resolutions, frame
rates and data rates, for each of four cameras,
and continuously records all of them internally. It
securely communicates live and recorded im-
ages, and quickly searches recorded video for
motion. The only network traffic is upon demand.
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sharper images, better access, easier installation

Ultra Low Bandwidth,
Multi-Function, Wireless
Outdoor Video Surveillance

Boundless’
Ultra Low Bandwidth,
Outdoor Multi-Stream
Video Server

14w x 16" hx9”d
NEMA 3R/ IP42

Outdoor Multi-Stream Video Server:

* makes city-scale, Wi-Fi wireless outdoor
digital video surveillance with large num-
bers of CCTV and HDTV cameras practical

* reduces wireless video traffic 100-fold

* avoids need for encoders/decoders, fiber
optics, & high speed point-to-point wireless

* saves $ thousands / camera in installation
costs and supporting video infrastructure

* is a comprehensive, multi-function, outdoor
digital video surveillance system with re-
mote live & recorded video, motion search

* supports a cluster of four cameras for view-
ing in multiple directions, and for wide-
angle and closeup viewing simultaneously

* is available turnkey with four PTZ cameras
and SENTRI gun shot sound recognition or
electronic-whistle sound recognition (opt)

* opt high definition multimega pixel cameras
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sharper images with better access and easier installation

Benefits of the Boundless Wired or Wireless, Multi-Function,
Ultra Low Bandwidth, Outdoor Multi-Stream Video Server

Enables rapid outdoor installation and
temporary surveillance of trouble spots
Saves installation cost and increases
coverage by enabling cameras to be
placed where needed without requiring
fiber optics or dedicated, high speed,
multi-megabit wireless connections
Easily installed, moved and reused
Compact weatherproof, outdoor unit is
ready for 4 ccrvt cameras, 12 VDC,
and ext. modem or wireless access client
Highly scalable and efficient, every 1
Mbps of bandwidth can carry 32 video
streams simultaneously @ 5 fps / stream
Live and recorded video, and extensive
motion search with Rapid Review, are
available for all cameras simultaneously
Unique, task-optimized video streams
meet competing needs for ultra low
bandwidth, smooth motion, and sharp
images by providing multiple digital vid-
eo streams per camera simultaneously,
with different resolutions, frame rates,
compression parameters, and data rates
Redundant internal and remote storage
of most-critical data avoids loss of evi-
dence due to theft / damage of unit (opt)

* Internal recording and multiple streams

per camera facilitate communication of
many, live, low bandwidth digital video
streams with concurrent, slower access
to smoother or sharper recorded video
Internal recording avoids wireless
traffic except when video is remotely
viewed, recorded or searched

Internal storage provides days of con-
tinuous recording of all video streams,
remote archiving provides vast storage
Video data rates as low as 8 Kbps @ 1
fps per camera at lowest resolution keep
Wi-Fi network available for other data
Ultra low bandwidth is ideal for mobile
viewing and remote searching, while
providing frames/s not seconds/frame
Simultaneously view up to 63 cameras,
and live and recorded video, on a PC
Not error-prone UDP streaming video,
error-correcting protocols enable relia-
ble use of congested wireless networks

* Secure wireless digital communication
* Low power dissipation

* Multimega pixel high-def cameras (opt)
* CALL NOW FOR OUTDOOR

VIDEO SURVEILLANCE

The Boundless Security System™
puts you there. There are many
commercial, government and
military, wireless outdoor video
surveillance applications.
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